SPECIFICATION
SHEET

COLLECTION: GEO
PRODUCT CODE: GEO-135-3/4-C/P
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DESCRIPTION: FINISH: °
5 hole bath shower mixer Chrome >
deck mounted FLOW REGULATOR: <
spout can swivel or be fixed FR-SHOWER/9-C/P %/ °
with water flow straightener MINIMUM OPERATING PRESSURE: .9(/8,.3“\23'
314" ceramic disc 1/4 tur valves 1.5 bar MP
cold ceramic cartridge C-302-RTC FLOW RATE AT 3.0 BAR FLOW PRESSURE:
hot ceramic cartridge C-302-LTC Bath: 21, Shower: T4 [/min
1x1/2" x 3/8" x 200cm showerhose FxF Flow Rates
3% 3/4" x 3/4” x 600mm flexipipe connections (for "mixed” measurements)
spout deck mount drill hole diameter 28-30mm 300 o
valve deck mount drill hole diameter 37mm i ——
diverter deck mount drill hole diameter 46mm ? i o
handset deck mount drill hole diameter 30mm g1 o~ ——BATH
min-max bath thickness 6-38mm £ 1:: SR
minimum operating pressure 1.5 bar MP 0:0 SN —
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TECHNICAL
DRAWING

COLLECTION: GEO
PRODUCT CODE: GEO-135-3/4-C/P
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